Technical Data Sheet

Product Code:
MCWFB100

Product Description:
Fast fix wall bracket for 100 mm steel wire cable tray

Product Dimensions:
171.5 x 126.5 x 64.5 mm
1.5 mm material thickness

Utilisation:
Support steel wire cable tray from walls without the use of clamps

Applicable Standards:
BS EN 61537 (Cable tray systems)
BS EN 10244 (Steel wire and wire products)

Product Specification:
Manufactured: Power pressed from stripped steel

Material Specification:(if applicable)
Galv To EN 10142 DX52 D+Z

<table>
<thead>
<tr>
<th>C</th>
<th>Mn</th>
<th>P</th>
<th>S</th>
<th>Si</th>
<th>Ti</th>
</tr>
</thead>
<tbody>
<tr>
<td>≤ 0.120 %</td>
<td>≤ 0.6 %</td>
<td>≤ 0.100 %</td>
<td>≤ 0.045 %</td>
<td>≤ 0.5 %</td>
<td>≤ 0.300 %</td>
</tr>
</tbody>
</table>

<p>| | | | | | |</p>
<table>
<thead>
<tr>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>Yield Strength</td>
<td>140-300 MPa</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Tensile Strength</td>
<td>270 - 420 MPa</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Elongation</td>
<td>≥ 26%</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

The above are typical test results and do not constitute any part of a specification

Finishes:
MCWFB100 - Pre-Galvanised (PG), suitable for use with EZ and PG cable trays